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SAFETY INSPECTION/SERVICE MAINTENANCE RECORD FOR
LOADER CRANES
CUSTOMERS REG NO: '3y DATE;
NAME/ADDRESS VEHICLE TYPE: Z/p/w /) /%//I,
WA, . MACHINE TYPE: mM70s26 JOBNO: JUZ) 775
)/ uﬂg[‘_é o L eele SERIAL NO: G 16400202334 | ORDER NO:
| DATE IN SERVICE: 2027 MISTKMS: 27 A4/
[ KEY [ S = SATISFACTORY, X=DEFECT IDENTIFIED, RECT.= RECTIFIED, OBS- ADVISORY ITEM J
ITEM o DESCRIPTION 6 |12 | COMMENT B
1 Check operation of PTO switch and interlock (if fitted) ~
2 Check height notice in cab -~
3 Check condition PTO air pipes and fittings —
4 Check operation of height warning and legs not stowed device (if fitted) ~
PTO/PUMP
5 Check for security and tightness of mounting bolts ==
6 Check low pressure & high pressure hoses to pump Z=
7 Check for visible oil leaks =z
SUB-FRAME
8 Check tightness of bolts, chassis and sub-frame =
9 Check for cracking or distortion ~
BASE
10 Check holding down bolt torques iz
11 Check for cracks or distortion and condition of stowage brackets —
STABILISERS (MAIN & SUPPLEMENTARY)
12 Check stabilisers extension beams for cracks or distortion P
13 Check operation of all locking devices main & secondary —
14 Check operation of manual hydraulic lock valves >
15 Check condition of stabiliser hoses and holding brackets -
16 Check operation of stabiliser monitoring system incl. level 1 cut out zones 4
HYDRAULICS
17 Check main control valve function, condition & oil leaks Z
18 Check condition of hydraulic oil — top up/replace as required -
19 Check condition of hydraulic oil filters- replace as required
20 Check condition of hydraulic oil tank and filter housings Z
21 Check hydraulic valves, function, condition & oil leaks i
22 Check condition of all hydraulic hoses -~
23 Check condition of all steel pipes e
24 Check function oil pressure gauges w1
HYDRAULIC CYLINDERS (INCL. RODS
| 25 Check condition of inner boom cylinder P
26 Check condition of outer boom cylinder =
27 Check condition of slewing cylinders or slewing motors as applicable 4
28 Check condition of extension cylinders e
i 29 Check condition of stabiliser cylinders 7
30 Check condition of fly boom cylinders %]
WORKING PRESSURES
31 Check pump pressure and flow
32 Check main relief valve pressure
33 Check port relief pressures
34 Check pressure of higher relief vale e.g XP,Power Plus, HPLS etc R
35 Check operation of pump protection valve (if fitted) . =
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ITEM DESCRIPTION 6 [ 2] &
LOADER BODY/MAIN COLUMN
36 Check base and column for cracks or distortion (visual) /
37 Check column bearing for excess wear 7
38 Check base oil level (if applicable) Z
BOOM GROUP
39 Check condition of inner boom for cracks, distortion, wear in pins/bushes/stowage /
40 Check condition of outer boom for cracks distortion, wear in pins/ bushes/stowage 7
41 Check condition of extension booms for cracks, distortion, excess wear /
42 Check all boom guides/rollers for security and extent of wear x
43 Check fly booms and extensions for cracks, distortion, wear in pins/bushes/stowage w!
ELECTRICAL
44 Check condition of electrical installations, cables & conduit boxes »”
45 Check operation of warning systems, and any diagnostic codes RESET REMINDER | ~
46 Check operation of all emergency stop switches ¥ 4
REMOTE CONTROL
47 Check correct operation 7 g
48 Check handset warning system, dead mans, emergency stop and decals >
GENERAL
49 Check condition of control rods and linkages, including decals >z
50 Grease & lubricate machine and top up auto lube level if applicable PP
S1 Check condition of auto lube pipe-work and connections M
52 Check operation of diverter valve Crane/tipper/spec-lift etc /
53 Hand throttle, auto RPM device and record max RPM= P
54 Check operation of load limiting test device (if fitted) P d
55 Check operation of top control station safety devices i.e above head device v
56 Check load radius charts and warning stickers 4
57 Check operation of De-rate arep” specify position of zones (zero ° being over cab) / Position in ° n/s=  o/s=
ACCESSORIES J700}< .
TYPE " | SERIAL NO
58 Check condition and capacity of shackle and load hook & operation of safety catch o
59 Check condition of attachment i.e. grab, clamshell, winch etc for excessive wear,
condition of oil pipes, grab rubbers, visual inspection of wire rope, cracks or
distortion record details of type of attachment and serial no. M
60 Check safe working load plates for security & legibility on attachment .
61 Check warning signs for security & legibility on attachment WA
62 Check for oil leaks, extent on attachment
ITEM 5 3 E DEFECT/COMMENT ACTION, TAKEN SIGN
S0 | hovd Hoor Cobfeny reel /%M%Se/za( free ,4// VZ7a

IS CRANE FIT FOR USE PENDING REPAIR OF DEFECTS NOTED ABOVE | YES / NO
(VERBALLY ADVISE CUSTOMER/OPERATOR)

WE CERTIFY THAT THE INSPECTION/ SERVICE DETAILED ON THIS FORM HAS BEEN COMPLETED, AND ALL

DEFECTS NOTED DURING INSPECTION ARE BETAILED ABOVE.

INSPECTED BY: SIGN

THIS REPORT IS NOT ISSUED IN LIEU OF OR SUPERSEDING ANY CERTIFICATE OR REPORT WHICH MAY BE
REQUIRED BY STATUTE. THIS REPORT IS GIVEN IN GOOD FAITH AFTER VISUAL EXAMINATION. WE DO NOT
ACCEPT ANY RESPONSIBILITY FOR ANY SUBSEQUENT FAILURE OF THE EQUIPMENT WHICH MIGHT BE
ATTRIBUTED TO A DEFECT EXISTING IN THE MACHINE AT TIME OF EXAMINATION WHETHER OR NOT SUCH

DEFECT IS NOTED IN THIS REPORT

REPORT ACCEPTED BY CUSTOMER: SIGN......ccovvereieiiiiiiiniiiiiiiii PRINT....ccoteeteriiiininnin DATE [ G
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